
Product

BULLNOSE JOINT

Properties

Standard width
Please ask for other widths

Mesh Size

Weight

Warp

Weft

Color

Temperature resistance

PTFE

       TDS of ARAMID/GLASS SERIE  YS6200

ESONE® Bullnose joint is the most popular joint for PTFE mesh conveyor belt, ESONE is using high quality

Kevlar for warping material and coated with high performance PTFE.

PTFE bullnose joint is FDA & LFGB certificated, can be used in direct contact with food.

Product Category Coating 

ARAMID/GLASS SERIE

4 x 4 mm 0.1575 x 0.1575 mm

Fiberglass Fiberglass

www.ptfe-fabrics.com

ImperialMetric

120, 150, 170, 190, 210,

250, 300 mm

4.7, 5.9, 6.7, 7.5, 8.3,

9.8, 11.8 inches

620 g/m² 18.3 oz/yd²

Kevlar Kevlar

x-73 to +260 °C x-100 to +500 °F

Black Black

ESONE® is a registered trademark owned by

Jiangsu Esone New Material Co.,Ltd

Taixing Youngsun FL-Plastics Co.,Ltd

Western End of South Third Ring Road, Taixing, Jiangsu, China

Tel: 0523-87590206     E-Mail: sales@chinayoungsun.com
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